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+  

CALCARB® EDGE.
THE ULTRA 

PERFORMER.

:      Unique Cylinder within Cylinder 
(CwC) construction gives optimal 
cost of ownership to the customer

:      Our unique process and material 
combination provides a narrow 
Standard Deviation on thermal and 
mechanical properties tolerance.

:      Allow precise process control 
at high temperature (2,400°C)
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Th
erm

al 
co

nd
uc

tiv
ity

 W
/m

.K

Temperature °C
16001200800 2000 2400

0,0

0,2

0,4

0,6

0,8

EDGE

THERMAL CONDUCTIVITY



WWW.MERSEN.COM CALCARB@MERSEN.COM

AMERICAS

MERSEN USA
St Marys (PA), 
Bay City (MI), 

Greenville (MI), 
Columbia (TN)

MERSEN MEXICO
Monterrey

MERSEN ARGENTINA
Buenos Aires

MERSEN CHILE
Santiago

MERSEN COLOMBIA
Bogota

MERSEN BRAZIL
Sao Paulo

ASIA & OCEANIA

MERSEN CHINA
Chongqing, Kunshan 

& Yantai

MERSEN INDIA
Bangalore & Pune

MERSEN JAPAN
Tokyo 

MERSEN SOUTH KOREA
Seoul

MERSEN OCEANIA
Fairfield Victoria

MERSEN TAÏWAN
Taipei

EUROPE & AFRICA

MERSEN BENELUX
Schiedam

MERSEN GERMANY
Suhl & Munich

MERSEN FRANCE
Gennevilliers & Bazet

MERSEN IBERICA
Barcelona

MERSEN TURKEY
Gebze

MERSEN ITALY 
Malonno

MERSEN NORDIC
Kista

MERSEN UK
Teesside & Holytown

MERSEN SOUTH AFRICA
Johannesburg

G LO B A L  E X P E R T  I N  E L E C T R I C A L 
P OW E R  A N D  A DVA N C E D  M AT E R I A L S


